
Points clés produit
• Blocs AC-DC ultra-compacts ne nécessitant  
  pas de composants externes

•	66% plus petits que la génération  
  précédente KWS 

•	Rendement amélioré jusqu’à 88%

•	Consommation sur charge nulle ≤0,5W

Specifications essentielles
• Modèles 5 / 10 / 15 / 25 W

• Tensions de sortie 5 / 12 / 15 et 24V DC

•	Large plage de température de  
  -10°C à +85°C (démarrage à -40°C) 

•	Garantie 3 ans 

Applications typiques
• Sécurité & surveillance

• Contrôle d’accès,  
  lecteurs de cartes   

• Monitoring, systèmes à caméras

• Gestion climatique d’ambiance et  
  systèmes électroménagers

Product Highlights
• Compact AC-DC supply with no need for  
	 external components

• 66% Footprint saving over previous  
  generation KWS

•	Improved efficiency values up to 88%  	  

• No load power consumption less than 0.5 W 

Key Specifications
•	5 / 10 / 15 / 25 W models

• Output voltages 5 / 12 / 15 and 24V DC

• Wide operating temperature range  
  -10°C to +85°C (-40°C start up)

• 3 Year warranty

Typical Applications 
• Security & surveillance

• Access controls,  
  Memory card readers

• Monitoring, Camera systems

• Climate controls and appliances

For more information about TDK-Lambda: www.emea.tdk-lambda.com
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