
IEC 62368-1:2014
for national differences see test report

DE　2-031182

2021-03-29 Dipl.-Ing. M. Glagla

CTF Stage 2

Switch Mode Power Supply

30031382547

TDK-Lambda Americas Inc.

National City CA  91950, USA
401 Mile of Cars Way, Suite 325

TDK-Lambda Malaysia Sdn. Bhd.
PLO 33, Kawasan Perindustrian Senai
81400 Senai, Johor, Malaysia

TDK-Lambda Americas Inc.

National City CA  91950, USA
401 Mile of Cars Way, Suite 325

TÜV Rheinland LGA Products GmbH
Tillystr. 2, 90431 Nürnberg, Germany
Phone + 49 221 806-1371
Fax   + 49 221 806-3935
Mail: cert-validity@de.tuv.com
Web : www.tuv.com

AC 100-240V, 50-60Hz; 1) 12A; 2),3) 16A; Class I;
Output: 1) DC  9.6-14.4V (12V), 60A,  720W;
        2) DC 22.4-33.6V (28V), 36A, 1008W;
        3) DC 38.4-57.6V (48V), 21A, 1008W

TDK-Lambda

1) CPFE1000FI-12/xy, 2) CPFE1000FI-28/xy,
3) CPFE1000FI-48/xy/
(x = blank, /C, /P, /H; y = blank, /H




